
Earth Resistance (Ω)
AC Earth Voltage (V))
Frequency
Features

0~4000Ω / ±(2%+3)
0~400V  / ±(1%+6)

50Hz/60Hz

About 10 minutes

20 groups
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√
√

√
√

√
1.5V Batteries AA × 6  

Manual Range
Auto Power Off
Low Battery Indication
Data Hold
Data Storage
LCD Backlight

Power

Simple 2-Wire Testing   
Precision 3-Wire Testing

Specifications Range / Accuracy

Standard Accessories

Operating Manual

Green test lead (5m)

Yellow test lead (10m)

Red test lead (20m)

Auxiliary earth stakes - 2pcs

Simple test leads with alligator clips

1.5V Alkaline Battery (AA) - 6pcs

Carrying bag

 

G9300 Series /  ELECTRICAL TESTER

www.gazelleindustrial.com TEST & MEASUREMENT SOLUTION

GAZELLE G9305  Earth Resistance Tester

Two-pole ground resistance testing

Large and easy-to-read display

Includes heavy duty earthing rods and soft carrying case.

Internal memory can save up to 20-group test results

Earthing or grounding of electrical equipment is essential to maintain safety, protecting lives, as well 

as to prevent damage to equipment. The Gazelle G9305 is capable for two-pole ground resistance 

testing with a large, easy-to-read display and heavy duty earthing rods. With an internal memory that 

can save up to 20-group test results and capable to check earth voltage measurements.
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